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Description

Squareor rectangulardownpipe formed from
extruded 6060 T4 aluminium in various sizes
(63x63mm, 76x76mm, 101x10Imm, 101x76mm
& 15x150mm*) & supplied with a complete
range of accessoriese offsets, bends, shoes,
pipeclips

Installation & Jointing

Ensure vertical alignment between drain &
gutter outlet. A PipeClipshouldbe fixed directly
underneaththe pipe socketwith additionalclips
at 2m maximumintervals Clipsto be fixed with
plasticwall plugs& 5mm x 50mm st.stl screws
(dependanton substrate) SeeFig1l. In the case
of flushjoint systemsclipsshouldbe fixed at 2m
intervalswith a clip coveringthe pipejoint.

* Note:150mm Square downpipe socket is
fabricated all other sizesthe tube is swaged
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2m Max Centres

\

Fig 1
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Composition& Manufacture:

W/ 2 f 2 ydbwnRige® are manufactured
from Aluminium alloy 6060 T4 to BS474
1972& the productcompliesto, or exceedsall
relevant standards Fittingsfor the downpipes
are formed using fabrication methods
involving cut, mitre & welding techniques
using specially made jig & forming tools.
Socketdepthon all rangesis 60mm.

Finish
Mill FinishAluminiumor PolyesterPowder
Coatedto arangeof BSor RALColours
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Model Specification

Britmet heavy grade W/ 2 f 2 ySiagRd C
Downpipes & fittings to BS 2997 (EN612)
using 6060 T4 grade extruded aluminium in
accordancewith BS1474 1974 Profileto be
Round., size @3mm (1.6mm), @76mm
(1.6mm), @10Imm (1.6mm), @150mm
(2.5mm).* Materialsto have factory applied
Polyester Powder Coat to all significant
surfacesin accordancewith BSEN 122026
Matt/Satin/Glosg finish, or alternatively
plain aluminiumMill Finish All to be supplied
by Britmet Tileform Ltd, Spital Farm Offices,
Thorpe Mead, Banbury, Oxfordshire, OXL6
4RZTet 01295250998 Fax 01295271068
To be fastenedby 5mm x 50mm (dependant
on substrate) stainless steel screws, in
accordance with the Y I ydzFl Of
specification& guidelines Downpipesto be
fixed at 2m centres maximum with
supplementarybracketsat or nearfittings.

* Deleteasappropriate
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A (nominal pipe size)

A B Code Code Code Code Code
() () C=3.0m C=25m C=2.0m C=1.0m C=0.5m
63 63 25DP3 25DP23 25DP2 25DP1 25DP0.5
76 76 35DP3 35DP23 35DP2? 35DP1 35DP0.5
101 76 43DP3 43DP2.5 43DFP2 43DP1 43DP0.3
101 101 45DP3 45DP23 45DP2 45DP1 45DP0.5
150 150 65DP3 G65DP23 65DP2 65DP1 G5DP0.5

* Please specify “Forward™

projecting or “Side” projecting.

Pipe Size | Code A B Code A B Code A B

() 025 | (mm) | (mm) 112.5° | (mm) | (oom) 135" | (mm) | (mom)

63x63 25892 120 180 25B112 | 120 160 25B135 | 120 145

T6x76 35B92 120 192 35B112 | 120 170 35B133 | 120 150

101x76% | 43B92 120 192 43B112 | 120 170 43B135 | 120 150

101x101 | 45B92 120 215 45B112 | 120 185 45B133 | 120 165

150=150 | 65B92 120 267 65B112 | 120 22 65B133 | 120 182
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Pipe Size | Code A B Code A B Code A B

(mm}) 025 | (mm) | (mm) 1125° | (mm) | (mm) 135° | (mm) | (mm)
63x63 25792 | 260 120 251112 | 260 120 25Y135] 260 120

76276 35Y092 | 260 120 35112 | 260 120 35Y135] 260 120
101=76 | 43¥92 | 300 120 437112 | 300 120 437133 | 300 120
101x101 | 45Y92 | 300 120 457112 | 300 120 45Y135 ] 300 120
150x150 | 65Y92 | 300 120 657112 | 300 120 65Y135] 300 120

Pipe Size | Code A B
{mm) {mm) | (mm)
63x63 285 120 40
T6x76 355 120 40
101x76 4338 120 40

101x101 455 120 40

150x150 655 120 40
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4 " Swan-necks ;

One part swan-ne

cks

are supplied 112.5° as

standard. Plinth o
are supplied 135°

standard. Please specify

other requirement

ffzets
as

5.

A

* Please specify “Forward™

projecting or “Side” projecting.

Spital Farm Office:

Thorpe Mead, Banbury

Oxon, OX16 4R.

Tel: (01295) 25099¢

Fax: (01295) 27106
Email:

sales@britmet.co.uk
www.britmet.co.uk

Pipe Size A Code Code Code Code Code
(mm}) {(mm}) P=4{mm P=63mm P=75mm | P=100mm | P=150mm
63x63 120 255N401 255N63/1 | ISSNTS1 | 255N100/1 | 255N15(0v1
T6xT6 120 35SN401 3SSN63/1 | 35SNTS1 | 35SN100/1 | 355N1350v1

101=76* 120 435N4011 435N63/1 435N75/1 | 435N100/1 | 435N150/1

101x101 120 455N40/1 455N63/1 | 45SNTS1 | 455N100/1 | 435N150v1

150150 120 635401 635N63/1 | 65SNTH1 | 655N100/1 | 655N150V1

" Swan-neck

5

Two part swan-necks
are supplied 112.5° as
standard Please specify

other requirement

* Please specify “Forward”™

projecting or

5.

Britmet Tileform Ltd Reg. No. 3027850
Reg Office: Baldwins Stourbridge Lt Floor Copthall House,

“Side” projecting. A | P (assembled Dim.)

Pipe Size A Code Code Code Code Code
() (mm) P=150mm P=300mm P=430mm | P=600mm | P=73(mm
63x63 120 255N150v2 | 255N300/2 | 255N430/2 | 255N60072 | 255N7502
16x76 120 3SSN15072 | 355N300/2 | 355N430/2 | 355Ne0072 | 355N7502

101x76* 120 435N15002 | 435N300/2 | 435N450:2 | 435N600/2 | 435N750/2

101=101 120 455N150/2 | 455N300/2 | 455N430/2 | 455N60072 | 455N7502

150150 120 65SN150/2 | 655N300/2 | 655N430/2 | 655N60072 | 655N7502
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i:l:l Ecceas Pipe ’I |
A
’ H
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Pipe Size | Code A
(mm) ()
63x63 ISAPP | 300
T6x76 3SAFP | 300

10176 | 43APP | 300

101x101 | 45AFP | 300

150x150 | 6SAFP | 300

Spital Farm Office:
Thorpe Mead, Banbury
Oxon, OX16 4R.
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Email:

sales@britmet.co.uk
www.britmet.co.uk

A (typical)
30mm Stand-off 200mm Stand-off
| B (typical)
Flush Fit
Pipe Size A B Code Code Code
{mm) (mm) () Flush Fit 30mm s/off | 200mm s/off
6363 125 25 2SPCFF - 2SPCSO200
Tox76 145 25 3SPCFF ISPC3I0 ISPCSO200
101x76 170 25 43PCET - 43PCS0200
101x101 170 25 45PCFF - 45PCS0200
150x150 230 25 6SPCFF - GSPCSO200
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As an alternative to “up swaging downpipes. ARP can offer a flushjoint downpipe system which

produces a clean line to compliment the building design Pipe clips should be fitted at
2m maximum centres with one clip covering the pipe joint.

Example components are shown below., please contact our technical department for specific re-
quirements. Available in 63mm 76mm_ 101mm 150mm Square & 101x76mm Rectangular, they

are all produced by welding a spigot into place.

One part flushjoint swanneck flushjoint Y-Branch

¢ 1

Two part flushjoint swanneck flushjoint Shoe
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Handling& Storage

Gutters/downpipesé& fittings, particularly with
polyesterpowder coat finish shouldbe handled
with care & should preferably be stored under
coveron racksto preventscratching All lengths
are suppliedin protective polythene wrapping,
componentssuitablypackedin boxes If painted
products are to be stored outside, cover with
tarpaulinto guardagainstwater ingressinto the
protective polythene Mill finishitems shouldbe
stored under coverto avoid uneven oxidization
prior to beingfitted.

Safety

The relevant safety regulationsare outlined in
the Health& Safetyat Work Act 1974 & should
be followed. Referto CDMregulations(Codeof
Practice and Designfor Health and Safety in
Construction 1995 Handling mill finish or
painted aluminium productsdoes not pose any
known health hazard however it is
recommendedto wear protective gloveswhilst
handling When cutting or welding these
productsit is advisableto wear eye protection.
Avoid ingestion or inhalation of any dust or
fumesarisingfrom suchoperations& useaface
maskwhen necessaryPrecautionneedsto be
taken to avoid contact with live power lines or
cables These products generally do not aid
combustion & are rated as below. Mill Finish,
non combustible to BS 476 part 4. Powder
coated,0.1 Fire propagationindexBS3!76 part 6,
Classl FlameSurfaceSpreadBS476 part 7.
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Maintenance

PostlInstallation

Gutters& downpipesshouldbe thoroughlychecked
& water tested for leaks, sealantsmudges& any

damage that may impair the performance or

appearance of the system with the necessary
remedial action being taken before the systemis

handedover.

Inspection

Thegutter shouldbe regularlyinspectedin terms of
fixings joints, surfacedamageé& build up of leaves
or silt. Theproximity of treesor climbingvegetation
in the immediatevicinity shouldbe noted. Lightning
links, if installedshouldbe checkedfor conductivity

Cleaning

Remove any debris in the gutter to ensure the

gutter performs to A U @iginal design capacity
Brushingdown a mill finish gutter will be adequate

as an aluminium oxide layer forms over time. This
actsasa natural barrier againstfurther corrosion&

thus protects the metal. Polyesterpowder coated
gutters & downpipes should be washed down

regularly using non abrasive materials & a warm

detergent solution, in marine or other aggressive
environmentsthis should be carried out at three

monthly intervals Any breaksin the surfacefinish

shouldbe rubbed down, primed & touchedup with

a suitable liquid paint. Guarantees(if required)

issued by polyester powder manufacturers or

applicatorsarereliant upontheir terms & conditions
being met which include maintenance, copies
availableuponrequest Touchup paintis suppliedto

touchup all site cut edges
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Health & Safety

Material Safety Data Sheet -
Aluminium Extrusions & Sheet Products

Product
Extruded Aluminium sections and/or Aluminium sheet formed to requirements.

Composition
The products consist of aluminium which may (or not) be subsequently coated with polyester powder paints

or alternative finishes.

Health Statement
When subject to the normal purposes for which they are designed, these products do not present health risks
or hazards.

By their nature these products may have sharp edges and corners and the use of gloves when handling is
recommended. When installing overhead it is advisable to wear head protection.

When cutting or welding these products it is advisable to wear eye protection Avoid ingestion or inhalation
of nay dust or fumes arising from such operations and use a suitable face mask when necessary.

Metal is a good conductor of electricity and precautions should be taken to ensure contact with live power
lines/cables is avoided.

Precautions for Handling & Storage

No special precautions are necessary for normal handling and storage.

Procedures in the event of an emergency

There are no special risks associated and the products do not constitute a fire hazard. The products are not
generally ignitable.

Waste Disposal

Waste products are not hazardous and their disposal should be in accordance with local authority
regulations.
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Health & Safety

Technical Datasheet
A rbosil 1096

Arbosil 1096 is a One-part Low Modulus Neutral Cure Silicone Sealant. which cures on exposure to
moisture vapour to form an elastic silicone rubber.

MMain Application

Recommended for use in many forms of construction including glass wall assemblies, perimeter seals
on curtain walling, perimeter sealing of polyester powder coated firames and glazing of windows in
swimming pool buildings. It is nor recommended for overpainting and use against natuwral stone.

Specification Compliances

BS ENISO 11600 F/G 251.M

BS 5889 Type A: 1989

BS 6920 Part 1: 1990 ( Transiucenr only)

German IDIN 18545 Class 2 Type E (Transiucent oniv)
German DIN 18540 Class 2 ¢4/ colowrs except Transivcent)
US Federal TT-S-00 1543 A Class A

Application Instructions

Joint preparation

The joint surfaces must be clean. dry and free from all contamination. The surfaces should be
degreased using the appropriate Arbo Cleaner. Primers may be required on some substrates. It is
recommended that Adshead Ratcliffe Technical Services Department should be consulted and advice
obtained with regard to the choice of primer for specific purposes.

Soint Backing
W here applicable. appropriate joint filler e.g. closed cell polyethylene foam., should be used to provide
the correct joint depth.

Application
Arbosil 1096 is supplied in cartridges and can be applied into the joint using an Arbo Caulking Gun.

All joint preparation, priming, and sealant application should be carried out in accordance with BS
B8000 Part 16, the British Standard for the sealing of joints in buildings using sealants.

Joint Size suitability

Joint width

NMinimum 6mim

Maximum 2Z5mm (singlfe application); SO0mm (AMultiple appliication)

Soint Depith

Minimum 10mm on porous substrates
Minimum 6mm on non-porous substrates
Maximum 1 Smum

Widlithi-IDepih ratio (within above min/max restrictions)
2:1 butt joints
1:1 lap joints

Storage Life
12 months in original unopened package stored in a cool., dry place out of direct sunlight.

Health & Safety

Under the Chemical (Hazards Information and Packaging for Supply) Regulations 1994, Arbosil 1096
is labelled “irritant™. If sealant comes into contact the eyes., flush with copious volumes of cold water
and obtain medical attention. For further information consult Product Safety Data Sheet P4 1A/B.
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